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CSTB (Centre Scientifique et Technique du Bâtiment), a public establishment supporting innovation in construction, has 
four key activities—research, expertise, assessment and dissemination of knowledge—organised to meet the challenges 
of the ecological and energy transition in the construction sector. Its field of expertise includes construction materials, 
buildings and their integration into districts and towns. 
With over 900 employees, its subsidiaries and networks of national, European and international partners, the CSTB group 
works for all the stakeholders in the construction sector to advance building quality and safety. 
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1 BATH RIM SLOPE CHECK 
 

Bath rims shall have a sufficient slope so that water will return inside the bath. 

The allowable tolerance on the planeness or warp of rims makes it impossible to perform the test simply by 

placing a straight edge on the bath to check the slope of these rims. 

One of the following two methods may be used indifferently for this check: 

1- Put a steel ball into position at several points of each rim in sequence and check that the ball rolls freely 

inwards into the bath. 

2- Pour water at several points on each rim in sequence and make sure that water flows inwards into the 

bath. Water retained by the surface tension phenomenon is ignored. 

 

2 WAIVER TO THE WATER FLOW TEST 
 

A waiver to the water flow test on the rim behind the headrest is allowed when the headrest occupies the entire 

width of the bath. 

 

3 BATH DIMENSIONS “A” AND “H” 
 

If connection dimensions “a” and “H” correspond to values necessary for a special drain, the manufacturer is 

not obliged to supply this type of drain with the bath. 

In this case, the manufacturer shall specify the drain type in their documentation. 


